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Introduction
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What is a Toggle Clamp?

Toggle clamp is a simple Mechanism which holds instantly. The
Toggle Clamps Consist of a handle to operate, a Clamping Arm to
Reach the work piece, linkages for multiplying the applied force,
and a base for mounting at the workplace on it’s base.The handle is

operated which thereby moves the clamping arm to hold the work

piece.A required clamping force is achieved and exerted on the Linkages —
work piece. Under this action the Toggle Clamp Holds the work

piece firmly and positively.

Toggle Action Force Factors:

Holding Capacity: Clamping arm —
The holding capacity mentioned for each clamp refers to the — Base

maximum force, which the clamp can withstand after being over- Spindle for
pressure -

centered without damage to the clamp and without the toggle !
adjustment

unlocking due to distortion of the clamp.

The over-center dimension is carefully chosen in relation to the
elasticity of the clamp to maximize clamping force while ensuring
that the clamp locks closed even under vibration or intermittent
loading.

For Hold Down Clamps, holding capacity is measured with the
spindle at the farthest end of the clamping arm and will increase as
the spindle goes closer to the clamping arm.

Clamping Force:

Clamping Force, the amount of force actually applied to the work
piece by closing and locking the clamp, is generally less than the
stated holding capacity. Actual clamping force depends on many
factors including; spindle position, proper spindle height adjustment,
spindle cushioning, work piece material and the clamps mechanical

advantage. In most cases, roughly 1/3“ of the stated holding capacity
can be applied by hand with medium effort.

Toggle Principle:

Toggle action clamps operate through a linkage system of levers and pivots. The fixed length levers, connected by pivot pins supply the
action and clamping force.Toggle action has an over centre lock point which is a fixed stop and linkage. Once in the over centre
position, the clamp cannot move or unlock unless the linkage is moved. All types of toggle clamps have same action, just oriented
differently.

The Toggle Mechanism in a clamp has three functions.

1) To multiply applied load at the handle into a high clamping force to hold the work piece.

2) To create an over - centre lock to prevent the clamp from opening & releasing the work piece until opened by the operator.

3) To rapidly open & close the clamp giving a maximum clearance in which to load & unload the work piece.

H—— 00}

—

Unclamped Position Centre Position Over-centre, Clamped Position
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Types of Toggle Clamps

\

Types Of Toggle Actions
This catalogue contains about 300 different standard toggle clamps & clamping systems. Steel-Smith has developed its range of clamps &

clamping equipments for infinite applications, considering the different shapes, sizes, holding capacity, operator's position & strength,
frequency of operation etc.Most of the Toggle Clamps belong to one of the following five main actions groups, which are:

%

Vertical Hold Down Action : (VTC- Series)

As the name implies clamps of this type hold the work piece with a

downward clamping action.These clamps are manufactured with a holding capacity up to
3000 kgs.The clamping exhibits a minimum of 90° opening angle giving full clearance for
loading & unloading of workpiece. Clamping arm can be solid bar; U shaped or fixed hole
to suit individual requirements.

Horizontal Hold Down Action :(H-Series)

The holding action in these types of Toggle Clamps is same as VTC-Series clamps.
The outstanding characteristic is the low height design.Unlike the handle & the clamping bar of
the VTC-Series, these of the H-Series clamps move in opposite direction. The holding
capacities range upto 1,000 kgs.The clamping arm can be solid bar; U shaped or fixed hole type.

Straight LineAction :(HTC-Series)

The straight line action toggle clamps design uses a straight-line or push/pull, Toggle

clamping action.The push / pull handle is easy to operate & moves the plungers of the

clamp in and out along its axis. Most of these clamps can be locked in two positions,

allowing you to use them as either push or pull clamps.These clamps are manufactured
in a variety of models to accommodate a wide range of load ratings.(45 kgs - 4,500 kgs)
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Pull Action Clamps : (PAH-Series) N3 'ﬂk‘q »

Steel-Smith's Pull Action Clamps are designed for sealing chambers, doors, mould closures '77(/// 5 =
Al

or other such applications requiring closure mechanisms.The handle can be moved to place ) j.b\lp} !

the clamping U - Bolt Bar hook around the opposing latch & pull down to reach the lock
position.The threaded "hook" or "U-bolt” type bar offer an adjustment feature.The clamps
can withstand pressures from 150 kgs. to 3000 kgs.

SqueezeAction Clamps:(TP-Series)

Squeeze Action Toggle Clamps hold parts with a pinching or squeezing action
between two clamping jaws. The jaws are locked automatically when closing as
one or both handle are Squeezed against the central position. The Squeezing
action of the clamps makes them well suited for applications where they can
replace ' C' clamps.The arms are drop-forged in steel & hence can withstand heat
without deformation.
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Applications

ot 1 ; -

PAH - 1210 in aVibro- finishing machine

HTC - 5065 used in a pipe bending machine

HYV Series Clamp in a BIWV fixture HYV Series in a fixture used with standard shimps

E— \ S/ \
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Applications

HV Series with modified Arm AOT-98125-SB used in a SPM

DCTC Series clamps on a Welding Fixture H - Series Clamps used for Ladder Assembly
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S
4 clamps@steelsmith.com



.

Vertical Hold Down Actionl

VTC Series Heavy Duty Clamps - Angle Base

N

Model No.VTC-6561 A

Model No.VTC-120132 A

H
.
.
H

Supplied with suitable spindle
Mounting Base Mounting Dimensions Holding Handle Bar
Model No. A|B|C|D]|E G H| M | N | @S L Capacity | Wt.in Kgs Moves Opens
VTC-6561 A 65 | 60 | 85 [ 45 |55 |20x20 | 179 | 55 25 | 65 |M10Bolt | 500 Kgs 1.000 135° 80°
VTC-120132A | 120 [ 130| 92 (75 | 6 |25x25| 300 | 60 45 [ 10.5 [M12Bolt | 1000 Kgs 2.400 140° 85°
Model No:VTC - 9092 - HV - SP
Holding Capacity: 1400 Kgs.
Weight: 2.600 Kgs.
Handle Moves : 140°
Bar Opens : 125°
o)
= 214.00
278.00
O]
100.00 |
&7
A0 5500— 5000
25.00
vl
@ (O joo
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www.steelsmith.com




\Vertical Hold Down Action

VTC 317 Series

|
Model No.VTC-317-S A ED 'l:
Model No.VTC-317-U
HoIding . Handle Bar
ModelNo. | A B © D E F G H 2 K Capacity | Wt.inKgs| Moves | Open
VTC-317-U 138 150 68 16 254 85 38 64 6.7 52 170 Kgs 0.360 60° 185°
VTC-317-S 138 167 68 16 254 35 38 81 6.7 - 170 Kgs 0.350 60° 185°
VTC Series Medium Duty Clamps
Flanged Base
SF - Arm
UB - Arm
SB - Arm
Model No.VTC-2535 UB A
O
Model No.VTC-2535 SF ‘13_ ]
Also Available l ——
in Stainless Steel ——H——+—F —
VTC-1625-UB-SS B
VTC-2535-UB-SS Model No.VTC-2535 SB
Model N Holding Weight Handle Bar Dimensions
otele Capacity Kg Moves Opens A B © D E F @ H J K L
VTC - 1625 - UB 50 Kgs 0.090 65° 104° 81 56 16 16 24 25 33 31 45 | 25 | M5Bolt
VTC - 1625 - SF 50 Kgs 0.090 65° 104° 81 56 16 16 24 25 33 32 45 | 25 | M5Bolt
VTC-2535-UB | 100 Kgs 0.180 65° 104° 125 75 25 16 27 30 38 45 55 | 32 M6 Bolt
VTC-2535-SF | 100 Kgs 0.180 65° 104° 125 75 25 16 27 30 38 45 55 | 36 M6 Bolt
VTC-2535-SB | 100 Kgs 0.180 65° 104° 125 73 25 16 27 30 38 43 55 | 43 M6 Bolt
™\ .
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Vertical Hold Down Actionl

VTC Series Medium Duty Clamps .
Flanged Base s8-Am @2 ———

UB - Arm @

\
SF -Arm O

Ve \
‘ b’ \
o
Model No.VTC-3670 UB | .&. ”
|
Ve ¢ ﬁO
Also Avalable ‘ |
in Stainless Steel p H S F—
VTC-3670-UB-SS ‘
8> The SF Series have a solid hold down bar which has a fixed guide bush at
its end for the spindle assembly.
The SB Series have a solid bar onto which the bolt retainer can be welded

at any desired angle.
The UB Series have a ‘U’ bar arm which enables one or more spindles to
be moved into any desired position along the arm.

Model No.VTC-3670 SF

» b
e %

Model No.VTC-4595 UB Model No.VTC-4595 SF Model No.VTC-4595 SB
Model No. Holding Weight Handle Bar Dimensions
Capacity Kg Moves Opens A B C D E F @ H J K L
VTC-3670 UB 200 Kgs 0.450 60° 110° 178 | 115 | 36 19 38 35 58 80 [ 65| 61 | M8Bolt
VTC-3670 SF 200 Kgs 0.450 60° 1o 178 | 115 | 36 19 38 35 58 80 [ 65| 72 | M8Bolt
VTC-3670 SB 200 Kgs 0.450 60° 10° 178 | 102 | 36 19 38 35 58 67 | 65 | 70 | M8Bolt
VTC-4595 UB 400 Kgs 0.650 60° 120° 205 | 150 | 45 25 55 45 82 105 | 85 | 80 | M10Bolt
VTC-4595 SF 400 Kgs 0.650 60° 120° 205 | 151 | 45 25 55 45 82 106 | 85 | 95 | M10Bolt
VTC-4595 SB 400 Kgs 0.650 60° 120° 205 | 141 | 45 25 55 45 82 9 | 85 | 96 | M10Bolt
VTC-5040 SF 500 Kgs 0.600 60° 120° 210 | 99 | 50 25 45 45 72 135 | 85 | 44 | M10Bolt
VTC-50125UB | 350 Kgs 0.700 60° 120° 210 | 181 | 50 25 45 45 72 136 | 85 | 114 | M12Bolt
VTC-50125 SF | 350 Kgs 0.700 60° 120° 210 | 180 | 50 25 45 45 72 137 | 85 | 125 | M12 Bolt
VTC-50125SB | 350 Kgs 0.700 60° 120° 210 | 175 | 50 25 45 45 72 130 | 85 | 130 | M12Bolt
VTC-85150 UB | 600 Kgs 2.100 107° 96° 350 | 238 | 85 45 60 76 90 162 | 8.5 | 108 | M16 Bolt
VTC-85150 SF | 600 Kgs 2.100 107° 96° 350 | 241 | 85 45 60 76 90 165 | 85 | 150 | M16 Bolt
VTC-85150 SB | 600 Kgs 2.100 107° 96° 350 | 218 | 85 45 60 76 90 142 | 85 | 142 | M16 Bolt
VTC-10088 SF | 800 Kgs 1.800 80° 83° 290 | 182 | 105 | 45 60 75 90 106 | 85 | 91 | M12Bolt
I ¢ \ S\
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\Vertical Hold Down Action

—

VTC Series Medium Duty Clamps
Straight Base

The SF Series have a solid hold down bar which has a fixed guide bush at
its end for the spindle assembly.

The SB Series have a solid bar onto which the bolt retainer can be welded
at any desired angle.

The UB Series have a ‘U’ bar arm which enables one or more spindles to
be moved into any desired position along the arm.

s L
r N
P ) .
s 1
? ’
Model No.VTC-4595 UB/BS Model No.VTC-4595 SF/BS Model No.VTC-4595 SB/BS
Model No. Holding | Weight Handle Bar Dimensions
Capacity Kg Moves Opens A | B | C D |E| F|l|G | H |1 |J]|K L
VTC-2535-UB/BS | 100Kgs | 0.180 65° 104° 137 | 75 | 36 | 15 | 6 | 30| 6 | 45 | 7 |55| 32 | M6Bolt
VTC-2535-SF/BS | 100Kgs | 0.180 65° 104° 137 | 74 | 36 | 15 | 6 | 30| 6 | 44 | 7 |55]| 38 | M6Bolt
VTC-2535-SB/BS | 100Kgs | 0.180 65° 104° 137 | 72 | 3 | 15 | 6 | 30| 6 | 42 | 7 |55| 42 | M6Bolt
VTC-8154-SB/BS | 200Kgs | 0.300 60° "4 232 | 98 | 79 . - | 40| 6| 58 | - | -| 58 | M8Bolt
VTC-3670 UB/BS | 200Kgs | 0.450 60° 120° 198 | 115 | 57 | 19 | 6 | 35| 6 | 8 | 8 |65| 61 | M8Bolt
VTC-3670 SF/BS | 200Kgs | 0.450 60° 120° 198 | 115 | 57 | 19 | 6 | 35| 6 | 8 | 8 |65| 72 | M8Bolt
VTC-3670 SB/BS | 200Kgs | 0.450 60° 120° 198 [ 102 | 57 | 19 | 6 | 35| 6 | 67 | 8 |65]| 67 | M8Bolt
VTC-4595 UB/BS | 400Kgs | 0.650 60° 120° 232 | 150 | 75 | 25 | 8 | 45| 8 | 105 | 11 |85 80 | M10Bolt
VTC-4595 SF/BS | 400Kgs | 0.650 60° 120° 232 [ 150 | 75 | 25 | 8 | 45| 8 | 105 | 11 [ 85| 95 | M10Bolt
VTC-4595 SB/BS | 400Kgs | 0.650 60° 120° 232 | 142 | 75 | 25 | 8 | 45| 8 | 97 | 11 |85 97 | M10Bolt
VTC-50125 UB/BS | 350Kgs | 0.700 60° 120° 232 [ 181 | 75 | 25 | 8 | 45| 8 | 136 | 11 [ 85| 114 | M12Bolt
VTC-50125 SF/BS | 350Kgs | 0.700 60° 120° 232 [ 182 | 75 | 25 | 8 | 45 | 8 | 137 | 11 |85 [ 125 | M10Bolt
VTC-50125 SB/BS | 350Kgs | 0.700 60° 120° 232 | 175 | 75 | 25 | 8 | 45 | 8 | 130 | 11 |85 | 130 | M12Bolt
VTC-85150 UB/BS | 600Kgs | 2100 107° %" 375 | 238 | 116 | 45 | 10 | 76 | 10 | 162 | 15 | 85| 108 | M16 Bolt
VTC-85150 SF/BS | 600Kgs | 2.100 107° 96° 375 | 241 | 116 | 45 | 10 | 76 | 10 | 165 | 15 | 85| 150 | M16 Bolt
VTC-85150 SB/BS | 600Kgs | 2.100 107° 96° 375 | 218 | 116 | 45 | 10 | 76 | 10 | 142 | 15 | 85| 142 | M16Bolt

[ .
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Vertical Hold Down Actionl

Model No:VTC - 6440 - UB/FM

Arm:Adjustable Arm
Base: Front Mounting
Holding Capacity: 100 Kgs.

Weight: 0.200 Kgs. |

25.50

y ’l_rOO 35.00

J 26.00
40.00—H-34.00 42,00

I

Model No:VTC - 7273 - UB/FM

Arm:Adjustable Arm

Base: Front Mounting
Holding Capacity: 200 Kgs.
Weight: 0.500 Kgs.

' 215.00

Model No:VTC - 8296 - UB/FM

Arm:Adjustable Arm
240 H
o |
82 g S\ [
3551
b 95 56 &35 6.8

Holding Capacity: 500 Kgs.
Weight: 0.700 Kgs.

Base: Front Mounting
51

— N
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Model No:VTC -516 - SB

Arm: Solid Arm

Base: Flange Mounting
Holding Capacity: 300 Kgs.
Weight: 0.570 Kgs.

Model No.VTC - 516 - SB

CAMACTION CLAMPS

Cam Clamps

19.00 -

25.40
26.50

38.00

38.10]

L ]
- 55.50—-~—50.00— 6.00d ~—50.00—!

105.50

Built in clamping range automatically compensates for variations in part thickness. Cam Clamps are similar to Vertical clamps but the
clamping force is generated not by a toggle linkage but by the action of a roller on a cam.The Cam Clamps have a high to low limit
clamping range that automatically compensates for part thickness variation & therefore eliminates time consuming readjustments.
Cam Clamps are available in three sizes offering part variation thickness allowance from 3 mm to 5 mm.These clamps are ideal for
fixtures designed for clamping of castings & forgings. The pivots pins, cam & its roller are hardened for higher efficiency of clamps.

~Fe

Lm—

H . Model No. CAM - 219
Model N Holding Weight Handle Bar Dimensions
oaet 0. Capacity Kg Moves Opens A B © D E F @ H J K
CAM - 219 150 Kgs 0.800 180 115 190.5 | 150.0 | 46.0 19.1 38.1 38.1 530 | 112.0 | 6.5 | 63.5
CAM - 229 450 Kgs 1.100 180 115 2300 | 183.0| 523 | 224 | 508 47.8 700 | 1350 | 85 | 69.9
ot I . \
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\Horizontal Hold Down Action

H - Series Medium Duty Clamps

Model No. H - 2655 SF

Model No.H - 2655 UB

The SF Series have a solid hold down bar which has a
fixed guide bush its end for the spindle assembly.

The SB Series have a solid bar onto which the bolt
retainer can be welded at any desired angle.

The UB Series have a ‘U’ bar arm which enables one or
more spindles to be moved onto any desired position along
the arm.

Model No.H - 3665 SF

. | -
.u_!f ‘:_)/,‘ (e

{:\ G 2 e J .
5 " o 4 - )
s e
 Also Available Model No. H - 3655 UB Model No. H - 45105 UB
in Stainless Steel
H-2655-UB-SS
H-3665-UB-SS
Model No. | Holding | Weight Handle Bar Dimensions
Capacity Kg Moves Opens A B C D E F G H J | K L
H-2655UB | 150Kgs | 0.150 70° 90° 39 | 148 | 27 | 24 | 2 | 35 | 33 | 64 | 45| 33 | M6Bolt
H-2655SF | 150Kgs | 0.150 70° 90° 39 | 148 | 27 | 24 | 2 | 35 | 33 | 64 | 45| 58 | M6Bol
H-3665UB | 250Kgs | 0.260 70° 90° 50 | 175 | 36 | 29 | 26 | 44 | 40 | 70 |65 | 31 | M8Bolt
H-3665SF | 250Kgs | 0.260 70° 90° 50 | 175 | 36 | 29 | 26 | 44 | 40 | 70 | 65| 62 | M8Bolt
H-3665SB | 250Kgs | 0.260 70° 90° 50 | 175 | 36 | 29 | 26 | 44 | 40 | 55 |65 | 55 | M8Bolt
H-45105UB | 350Kgs | 0.560 60° 85° 65 | 275 | 45 | 40 | 38 | 57 | 55 | 112 | 83 | 75 | Mi0Bolt
H-45105SF | 350Kgs | 0.560 60° 85° 65 | 275 | 45 | 40 | 38 | 57 | 55 | 112 | 83 | 105 | M10Bolt
H-45105SB | 350Kgs | 0.560 60° 85° 65 | 275 | 45 | 40 | 38 | 57 | 55 | 95 [ 83| 95 | M10Bolt
H-57126 UB | 500Kgs | 0.880 60° 85° 82 | 320 | 60 | 45 | 40 | 65 | 62 | 147 | 85 | 100 | M12Bolt
H-57126 SF | 500Kgs | 0.880 60° 85° 82 [ 30 |60 | 45 | 40 | 65 | 62 | 147 | 85 | 110 | M12Bolt
H-57126SB | 500Kgs | 0.880 60° 85° 82 | 320 [ 60 | 45 | 40 | 65 | 62 | 150 | 85 | 120 | M12Bolt
T\ / \.
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Horizontal Hold Down Actionl

Model No:H - 1330 UB

Also Available @) %‘%ED EC
in Stainless Steel D A $ _l
H-1330-UB-SS
Model N Holding Weight Handle Bar Dimensions
ocetio. Capacity Kg Moves Opens A B © D E F ® H J K L
H-1330- UB 50 Kgs 0.070 170° 95° 37 60 13 16 19 26 29 34 | 45 | 13 | M5Bolt
H - Series Miniature Clamps
A H-2123-UB,H-2123-SF
(+—+| /—l—
N 5 Aot 2 B

|

\

&J’Z\”r

v

Model No.H - 1323 - UB Model No.H - 1323 - SF

Also Available

in Stainless Steel

AR Model No.H - 2123 - UB

H-2123-UB-SS

Model No Holding Weight Handle Bar Dimensions
: Capacity Kg Moves Opens A B © D E F G H J K L

H-1323-UB 50 Kgs 0.040 90° 90° 30 85 14 [ 11-16 | 14 24 22 | 285 | 45 | 18 | M5Bolt
H-1323 - SF 50 Kgs 0.040 90° 90° 30 85 14 [ 11-16 | 14 24 22 | 285 | 45 | 24 | M5Bolt
H-2123-UB 50 Kgs 0.040 90° 90° 30 85 21 | 1116 | 14 24 22 | 285 | 45 | 18 | M5Bolt
H-2123 - SF 50 Kgs 0.040 90° 90° 30 85 21 [ 11-16 | 14 24 22 | 285 | 45 | 24 | M5Bolt

Model No: H - 4835 UB/FM
Holding Capacity: 250 Kgs.

Weight: 0.260 Kgs. [ o<
@5.50
f | & 1
\__, C i 321.00 300
ST @ |[] &4
= ‘C = 25.00——1—
: @ —38.00—
‘ e
3

E——

www.steelsmith.com



Pull Back Action

-\ J

Model No: GH - 80379

Also Available
in Stainless Steel
GH -80379 - SS
Mounting Base Holding
Model No. A B © D E G H M N S Capacity Wt. in Kgs
GH - 80379 41 32 44 40 M 12 13 210 30 254 6.70 400 Kg 0.640

Model No: PB - 345
Holding Capacity: 350 Kgs.
Weight: 3.000 Kgs.

16.00——
Model No: PB - 4727 - SB
Holding Capacity: 2,000 Kgs.
Weight: |.100 Kgs.
500
Also Available T
in Stainless Steel i \
PB - 4727 - SB- S 2100 _
89.00 @9 [ 1
2500 || =
—t27.80—
16,00 M12 x 1.75
| o)
N
47.00 @] o
77.00]
. I
155.00
_' <‘2_53.50 3(1'00
@ \_ 21050
195.00
I 4 \ T\
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Straight Line Action

\ ) —
Model No: HTC - 1220
B
Plunger Travel
Gy H
™ & S
A E
| p%_[
K ! D |1
L
P 1 f
BEE——h—f= v ¢
J —
G ]_T ‘_HL‘__L%:Q%__{
L Nos
Also Available
in Stainless Steel
HTC-1220-SS
Plunger Mounting Base Plunger Hole Tapped ;
Travel Dia. Depth Hole Holding :
Model No. A B © D E M N | @S G H K| L P T Capacity | Wt. in Kgs
HTC-1220 12 20 27 | 42 2 15 15 8 6 38 34| 76 20 M4 x0.70 50 Kg 0.050
HTC - Series Clamps Forged Base
L
I‘—N—* @S x 4 Holes
Model No. HTC - 3025 [
- NG
AN

Model No. HTC - 5065

B
Plunger Travel

Plunger g Plunger Hole e A Tapped
Tl Mounting Base Dia. Depth Mounting Dimensions Hole Holding ‘
Model No. A B C| D E F G H L P [ M| N | @S 0 Capacity | Wt.in Kgs
HTC-2326 23 26 54 | 28 6 26 95 | 58 | 170 20 [ 42| 16 | 55 | M6x1.00 300 Kg 0.400
HTC-3025 30 25 75 | 50 6 25 12 75 | 245 25 | 55| 30 | 65 | M8x125 | 1100Kg 0.870
HTC-3545 35 45 78 | 68 8 46 20 92 | 310 30 [ 60| 45 | 85 | M12x1.75 | 2600Kg 1.750
HTC-5065 50 68 100 | 75 10 85 25 130 | 375 35 75 | 50 | 105 | M16x2.00 | 4500 Kg 3.150
T\ s : \
14 clamps@steelsmith.com



Straight Line Action

Model No: HTC - 1530 LH

&

B
Plunger Travel
—

Plunger " Plunger Hole L . Tapped
Tra\?el Mounting Base Diag. Depth |Mounting Dimensions H‘iﬁ " Holding |
Model No. Al B [c[D|E|F |G H| L P [M] N os 10 Capacity | Wt.in Kgs
HTC-1530LH 15 30 51 81 5 30 9 55 110 20 36 66 52 M5 x0.80 200 Kg 0.400

HTC - Series Clamps - Low Height

L)
L}
Model No. HTC - 2550 LH

B

Plunger Travel

%

Model No.HTC - 2040 LH

Y
|
’ T
' L

4 T
H——— e | < M C
‘ J
Model No. HTC - 35100 LH i
R
L
Plunger ] Plunger Hole o . Tapped
Tra\?el Mounting Base Diag. Depth |Mounting Dimensions H‘iﬁe Holding .
Model No. A B C D E F G H L P M N as 1) Capacity | Wt. in Kgs
HTC-2040 LH 20 40 60 | 110 6 41 12 80 | 150 25 | 45| 47 | 65 | M8x125 600 Kg 0.850
HTC-2550 LH 25 50 65 | 130 8 56 16 85 | 185 30 | 48| 52 | 85 | M10x1.50 | 800 Kg 1.200
HTC- 3075 LH 30 75 75 | 185 | 10 75 20 110 | 260 30 | 55| 825| 85 | M12x1.75 | 1200 Kg 2.000
HTC-35100 LH 35 | 100 | 90 | 215 | 125 | 111 25 [ 130 | 319 35 | 66| 95 | 105 | M16x2.00 | 2000 Kg 3.600
. ST\
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Straight Line Action

\ S
Model No: HTC - 3015 FH - R/L
Holding capacity - 200 kgs.
Weight of clamp - 0.400 kgs. HTC-30I5FH-L HTC-30I5FH-R
30.00 30.00
Plunger Travel Plunger Travel
I I
[ 25.00 T 25.00
1500 5 00.H l 1500 5 00.H l
[-31.00 81.00——— [-31.004 81,00 ——
£
@5.20 60.00 66.00 |
M5 X 0.80 . 5100 M5 X 0.80 (g SY— 51'00
O \l :36.00 | %,36.00
E=S o efa E=S o m=
@9.007 o 9.00 o7
66.00 1 25.20 60.00
112.00 112.00
Right Hand Left Hand

HTC - Series Clamps - Flat Handle

\\J

o O
o o (¢]
B B
Plunger Travel Plunger Travel
il | o
F 1] D | F 1] D |
HTC-4020 FH - L HTC-4020 FH -R Y
HTC -5025FH - L HTC -5025 FH -R H
I 3
L o
as pt
Model No. HTC - 5025 FH 5 ® ;
_P—! \'\
Ni= ° G
T
o \, Aw
— N— !
Pl . Pl Hole MU Tapped
TE:\?gr Mounting Base B?ger Depth |Mounting Dimensions ?—I%ﬁ: Holding | Wt
Model No. A B C D E F G H I L P M| N @S T0 Capacity | in Kgs
HTC-4020 FH - L
’ . 600 K ]
HTC-4020 FH - R 20 40 60 | 110 6 4 12 85 | 25 (150 | 25 | 45 | 47 | 65 | M8x125 g | 0.850
HTC-5025 FH - L
J . 800 K )
HTC-5025 FH - R 25 50 65 | 130 | 8 56 16 | 107 | 33 |185| 30 |48 | 52 | 85 [ M10x150 g | 1.200
Model No: HTC - 650 - PS
Holding capacity - 3500 kgs. 75.00
Weight of clamp - 2.500 kgs. Plunger Travel
139.00 | 105.00 ‘
210.50
[ 69.85—
— 55.00— (é
T
925.00' | } O 57.15 80.00
L g
M16 x 2.00 ®
285.00
~__

S
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Straight Line Action

HTC - Series Clamps - Package Size

Model No. HTC - 2530 PS/BS Model No. HTC - 2530 PS

B
PLUNGER TRAVEL

Model No. HTC - 3540 PS

HTC - PS Series

ﬁz‘—‘ @S x 2 Holes —M —=
HTC - PS/BS Series: L— C K D

—N—= S x 4 Holes
& 4 1
( _T c
; & —— aE-T—
L
Model No. HTC - 4560 PS
Plunger Mounting B Plunger Hole Tapped
Travel R Dia. Depth | Hole Hokling
Mode! No. A B © D E M N | s@ G H | K| L P T Capacity | Wt. in Kgs
HTC-1825PS | 18 | 29 |40 | 40 | 5 | 28 | 28 |55 | 9 70 [ 33| 10| 20 | M5x080 | 100Kg | 0.200
HTC-2530PS | 25 | 34 |55 | 55 | 6 | 38 | 38 |65 | 12 | 100 | 65| 147 | 25 | M8x125 | 300Kg | 0.400
HTC-3540PS | 35 | 40 | 61 | 61 | 6 | 42 | 42 |65 | 16 | 115 | 85| 180 | 30 | M10x1.50 | 400Kg | 0.880
HTC-4560PS | 45 | 60 | 75 | 75 | 9 | 50 | 50 [105| 20 | 160 | 15| 230 | 30 | M12x175 | 700Kg | 1.750
HTC-2530PS/BS| 49 | 34 | 6 | 55 | - | 35 | 10 | 6 12 | 130 | 67 | 146 | 25 | M8x125 | 300Kg | 0.375
HTC-3540PS/BS| 61 | 40 | 8 [ 61 | - | 40 | 10 | 8 16 | 135 | 90 | 185 | 30 | M10x1.50 | 400Kg | 0.850
HTC-4560PS/BS| 75 | 60 | 8 | 75 | - | 50 | 125 | 10 | 20 | 185 [122| 235| 30 | M12x1.75 | 700Kg | 1.650
— \ / \
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Straight Line Action

HTC - Series Clamps - Front Mounting

L)

L)

Model No. HTC -190 FM Model No. HTC -350 FM

B [S—

PLUNGER TRAVEL -
——— ¥ . N R \-
e Y
£ E (( ) O > ) /,1
D e —
H ’
Model No.HTC - 500 FM
N |
L ,

G |—T —n F‘J_"

El == w

= |

F
Model No. HTC - 600 FM
Plunger Mounting Thread Plunger Tapped
Travel Size Dia. Hole Holding
Model No. B © D E F G H L P w T Capacity | Wt.inKgs

HTC-190 FM 24 1 6 M 16 x 2.0 30 9.5 78 7 28 24 M6x1.0 50 Kg 0.130
HTC-350 FM 36 15 6 M20x 1.5 42 12 102 110 30 33 M8 x1.25 100 Kg 0.260
HTC-500 FM 39 18 9 M20x 1.5 53 12 120 140 30 40 M8 x 1.25 150 Kg 0.550
HTC-600 FM 60 24 10 M 24 x 2.0 64 16 145 175 30 47 M10x 1.5 350 Kg 0.850

-~
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